Baron-Blakeslee m — Ser‘ies

t Precision Vapor Degreaser

Standard Features:

* Made In USA! == By Baron Blakeslee, In Our Own Factory
¢ 100% - 125% Freeboard Ratio*
o Allen-Bradley® PLC Control + Color Touchscreen HMI
o Refrigerated Primary Condensing System (R-513A Or R-448A%)
o VaporTrap™ Sub-Zero Freeboard Refrigeration System (R-448A)
e VaporTrap™ Hot Gas Bypass Automatic Defrost System
¢ 304 Stainless Steel Construction Of All Wetted Surfaces
e Four Side Tank Insulation + 304 Stainless Steel Skin
o Foot Switch Operated Distillate Spray Wand
o Filtration System*
o Gravity Water Separator With Adjustable Weir
o Sliding Cover
¢ Rod-Style Ultrasonic Transducer + Digital Generator*
e Solvent Vapor Control
o Liquid Temperature Control
o Low Level Control
e Vapor Up Control
o SCR Heater Control
o User Selectable Control Settings For Multi-Solvent Capability
e UL Approved Type 1 Electrical Enclosure + Disconnect Switch
¢ 24 VDC Control Voltage,
o Five Port Ethernet Switch With Single External Ethernet Port.
o Material Handling Options, Both Standard + Custom
e Custom Configurations Available
¢ Optional Solvent Recycling Distillation Systems
* model dependent

Available Configurations:

: e Vapor / Spray
The M Series Precision Vapor Degreaser Is The Top Selling Vapor Degreaser eVapor / Spray + Immersion
Worldwide. The M Series Is Complete With All Standard Features Required To e Vapor / Spray + Ultrasonic Immersion
Meet US EPA NESHAP Regulations.
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MVR Vapor Only Degreaser
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DIMENSIONS IN INCHES (Approx.)

SOLVENT CAPACITY IN GALLONS

INSIDE TANK OVERALL Load
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LENGTH (A) WIDTH(B) RINSE poec VAPOR FT.BK 'LTOR HEIGHT (H) BOILTANK RINSETANK SPRAYTANK sSolvent)  (GPH/NPB) UNIT (HP)  UNIT (HP) (Kw) 60Hz (FLA) (Lbs.)
sump (¢) B5] B ) )
MVR-215LE 21 N/A 19 4 N/A 23011 21) 1500
MLR-120LE 10 12 10 18 10 30 71 48 6 7 2.5 50 35 4.06 3/4 12 1.5 23071 (21) 1500
MSR-120LE 10 10 10 6 7 23071 (29) 7500
MVR-444LE 37 N/A 71 g N/A 230/1 (42) 7150
MLR-216LE 18 12 12 21 12 54 45 53 18 13 3 300 10 11.6 2 1/2 4.5 230/1 (42) 2200
MSR-216LE 18 12 2 18 3 23071 (50) 7250
MVR-574LE T N/A 77 77 N/A 73073 (49) 7400
MLR-280LE 20 14 16 23 16 76 48 61 70 2 9 750 15 17.4 3172 1 9 23073 (50) 2450
MSR-280LE 20 16 16 0 2 23073 (66) 2500
MVR-980LE 49 N/A 33 33 N/A 230/3 (52) 2800
MLR-480LE 24 20 20 24 20 77 56 72 62 35 9 750 12 13.92 3 1-1/2 9 230/3 (54) 2850
MSR-480LE 7 70 70 3] 35 23073 (70) 7900
MVR-1464LE 51 N/A 3 64 N/A 230/3 (85) 3200
MLR-720LE 30 24 24 28 24 56 80 83 123 86 12 1200 35 40.6 71/2 1-1/2 18 230/3 (85) 3250
MSR-720LE 30 24 24 123 36 230/3 (115) 3300
Specifications Are Approximate & Subject To Change Without Notice. Rev_0423
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