Baron-Blakeslee Aqu aneftte

Agueous Precision Cleaning + Drying System

Standard Features:

Manufactured In Baron Blakeslee’s Own Factory In USA! =

Standard Tank Sizes: 12°L x 12"W x 24"H & 24"L x 24"W x 24"H
Full Tank Insulation
All Wetted Parts of Stainless Steel T-304 or Greater
Electric Heat In All Fluid Stages
Immersion Heaters Are Removable For Replacement
Magnetic Drive Circulation Pump & Filtration System
10 Micron Nominal Cartridge Filter In All Fluid Stages ;
Surface Sparging System In All Fluid Stages Removes Floating ||
Oils & Particulate, Preventing Redeposition
Automatic Water Makeup
Cascading Rinse Stages
Heated, Filtered Forced Air Drying Chamber
Stainless Steel Centrifugal Blower In Drying Chamber
Lip Exhaust In All Fluid Stages
Adjustable Exhaust / Recirculation Dampers In Drying Stage
Stainless Steel Sliding Tank Covers . . .
Integrated Stainless Steel Drip Pan
Work Rest In All Stages
Electrical / Controls:

» 460 VAC -3 phase - 60 Hz (other voltages available)
UL Approved Type 1 Enclosure
Non-Fused Disconnect
24 VDC Control Voltage
Allen-Bradley® PLC + Color Touchscreen HMI
Five Port Ethernet Switch + Exterior Panel Mounted Ethernet Port
Vibronic Level Control In All Fluid Stages
Temperature Monitoring In All Stages

Vertical Lift Actuator
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\ Control Panel Location

Electric Heat Centrifugal Fan and Heater
Recirculation Assembly
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Available Options:

* Ultrasonics (Removable Rod Style Transducers, Field Retrofittable)
* SAH-100 Dual Axis Electrically Actuated 100 Pound Capacity Programmable Hoist + Electrically Actuated Sliding Tank Covers
SAH-100 Hoist Enclosure Composed of 80/20 Structure + Smoked Polycarbonate Sliding Access Panels

> SAH-100 Hoist Light Curtain
> SAH-100 Accumulation Conveyor Packages

Additional Stages, Custom Tank Sizes, Special Process Configurations

Automatic Chemistry Injection

Deionized Water Systems

Oil Coalescing System

Vacuum Drying

Various Filtration Micron Rating Options, Including Absolute Filtration

Specifications Are Approximate & Subject To Change Without Notice. Rev 0822
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